TYP. OF ALL PAINTED COPPER URNS: REMOVE & SALVAGE TO
ALLOW BALUSTER RESTORATION WORK; REPAINT & REINSTALL.

TYP. OF ALL BALUSTER POSTS: REPLACE POST WOOD
POST BOXES, CAPS & RAIL/ TRIMS IN EXACT REPLICA FOR
PROFILE AND SIZE. SALVAGE POSTS FOR MATCHING OF
NEW POSTS. NEW POSTS TO BE INSTALLED ON NEW SSTL.
POSTS. REFER TO SHEET A-601 FOR DETAILS.
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EAVE MUTULES AT PEDIMENT TO BE REMOVED
AND RESTORED - SEE DRAWING A-202 FOR SCOPE.

REMOVE AND REPLACE (+18"W.) PAINTED METAL FLASHING AT
CORNICE SILL, FULL WIDTH OF SILL. REPLACE W/ PTD. COPPER
FLASHING. PATCH DISTURBED STUCCO.
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OF PEDIMENT INCLUDING ALL CORNICE
TRIMS, ENTABLETURE, BEAMS
(INTERIOR, EXTERIOR AND BOTTOM
FACES), COLUMN CAPS AND ALL TRIMS.
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EAVE MUTULES AT PEDIMENT TO BE REMOVED
AND RESTORED - SEE DRAWING A-202 FOR SCOPE.
REMOVE AND REPLACE PAINTED METAL FLASHING AT CORNICE
SILL, FULL WIDTH OF SILL. REPLACE W/ PTD. COPPER FLASHING.
PATCH DISTURBED STUCCO. _ © 2012 TECTON ARCHITECTS INC.
REMOVE BIRD SPIKES TYP. (NO REPLACEMENT). seals drawing titie
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¥SEE§COPE OF THE WORK INCLUDES REMOVAL OF ALL PAINT ON ALL SURFACES WITHIN WORK AREAS & ITEMS REQUIRING project drawn by
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